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Abstract. Calibration is an important step towards building reliable
IoT systems. For example, accurate sensor reading requires ADC cal-
ibration, and power monitoring chips must be calibrated before being
used for measuring the energy consumption of IoT devices. In this pa-
per, we present ProCal, a low-cost, accurate, and scalable power calibra-
tion tool. ProCal is a programmable platform which provides dynamic
voltage and current output for calibration. The basic idea is to use a
digital potentiometer connected to a parallel resistor network controlled
through digital switches. The resistance and output frequency of ProCal
is controlled by a software communicating with the board through the
SPI interface. Our design provides a simple synchronization mechanism
which prevents the need for accurate time synchronization. We present
mathematical modeling and validation of the tool by incorporating the
concept of Fibonacci sequence. Our extensive experimental studies show
that this tool can significantly improve measurement accuracy. For ex-
ample, for ATMega2560, the ADC error reduces from 0.2% to 0.01%.
ProCal not only costs less than 2% of the current commercial solutions,
it is also highly accurate by being able to provide extensive range of
current and voltage values.
Keywords: Sensors , Accuracy, Measurement, ADC, Power Emulation,
Interfacing.
1 Introduction
One of the main capabilities of IoT devices is sensing. To this end, sensors such
as temperature, pressure, humidity, and acoustic, are connected to analog-to-
digital converters (ADC) of IoT devices. Confidence about accuracy is partic-
ularly important for mission-critical applications such as monitoring a tank’s
temperature, a pipe’s pressure in a chemical factory, or human vital signs [6].
Without calibration, for example, a 10-bit ADC might result in a 5°C mea-
surement error. In addition, as IoT devices are usually battery powered, the
energy of these devices should be carefully measured and optimized based on
application requirements. Studies show that it is important for the embedded
power monitor to continuously keep track of power consumption, so that node
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failures can be diagnosed and eliminated [28]. The existing power monitoring
devices make this possible by including ADCs that measure both voltage and
current [5,31,12,15,9,7,8]. Consequently, it is essential to ensure that both sen-
sor reading and power measurement are performed with high accuracy. Multiple
factors such as the inaccuracy of the ADC used, temperature, the supply voltage
of the sensor, and the length of the sensor-to-ADC path can contribute to mea-
surement inaccuracy [2]. For example, the measurement error of INA219 power
monitoring chip increases as its supply voltage reduces [5].
From the ADC point of view, measurement accuracy is influenced by its
non-linearity. Two of the key static specifications that define the accuracy of an
ADC are differential non-linearity (DNL) and integral non-linearity (INL). DNL
describes deviations from the ideal transition voltage in the converter’s transfer
functions. The deviation from ideal transition is the differential linearity error for
that unique code, which translates to least significant bit (LSB). INL is the over-
all shape of the transfer function of ADC. This error is also referred to as static
linearity or absolute linearity. The maximum deviation from the ideal transfer
function to INL line is the worst case integral non-linearity [25]. Non-linearity
causes data distortion while the signals are being digitized. By thorough charac-
terization of an ADC’s non-linearity and transfer function, we can minimize its
data distortion. There are several different approximations of ADC non-linearity
commonly used for calibration; such as common polynomials, Chebyshev poly-
nomials, and Fourier series [27]. ADC calibration requires characterization of
both increasing and decreasing input levels, which requires a wide range of sam-
ples [20]. Since all components, including ADCs, in an analog chain demonstrate
deviations from their normal value, a full calibration process is essential.
The two common approaches for calibrating an analog input are: (i) using dif-
ferent resistors [9,13], and (ii) a potentiometer [31,7] to generate variable loads.
Although the former approach provides an accurate and stable load, it requires a
large number of fixed-value resistors and a lot of effort to collect enough samples
for a quality calibration. Due to these challenges, often times, researchers use
only a few resistors to calibrate the full range of an ADC [13,9]. This insufficient
use of resistors provides a limited calibration range and does not eliminate data
distortion across a wide range. The latter approach relies on a mechanical po-
tentiometer to generate loads across a range. A mechanical potentiometer varies
its resistance as a result of angular movement. Although some COTS poten-
tiometers offer the ability to withstand large voltage and current values, they
cost more than $100 [26]. More importantly, as mechanical potentiometers are
analog devices, the actual changes in resistance cannot be controlled in a dis-
crete manner. Therefore, it is difficult to match the readings of a potentiometer
versus a baseline. Furthermore, mechanical potentiometers are prone to perfor-
mance changes and reliability concerns over time, as they are sensitive to shocks
and vibrations.
In addition to the aforementioned approaches, an another solution is to use a
commercial DC power analyzer [12,15], such as Agilent N6705X [21]. This device
has the capability of acting as a target that generates variable current draws and
ProCal: A Low-Cost and Programmable Calibration Tool for IoT Devices 3
voltage outputs. It has a built-in meter and a logger to capture measurement
results. N6705X can produce accurate and stable current and voltage outputs.
However, the cost is more than $14,000 for a complete solution.
In this paper, we present a power calibration tool, named ProCal, which is
a scalable tool for calibrating analog-to-digital interfaces. ProCal is a low-cost
and programmable board that provides a wide range of discrete voltage and
current outputs for calibration. The basic idea of ProCal is to combine a digital
potentiometer with a controllable resistor network. In particular, the digital po-
tentiometer is used for generating small changes in resistance, and the resistor
network is controlled by digital switches to enable large resistance jumps. This
is a low-cost approach to overcome the limited range of digital potentiometers
currently available. Therefore, one of the key advantages of ProCal is its large
dynamic output range for both current and voltage. In addition, the entire Pro-
Cal tool only costs about $100, including manufacturing. This is less than 2%
of the cost compared to current commercial solutions.
The operations of the digital potentiometer and the resistor network are
controlled by software. This software programs ProCal’s output transitions and
records the output settling instances. If a new current or voltage value is set at
a time 𝑡, the software records 𝑡 + 𝑇2 as the time stamp of output settling time,
where 𝑇 is the reconfiguration period. Recording the settling time provides the
ability to ensure the readings of the target IoT device and measurement equip-
ment, such as the digital multimeter (DMM) are used as the ground truth and
correlate with a stable value, without requiring a precise time synchronization.
This feature notably simplifies calibration because various IoT devices demon-
strate different setup times and sampling rates, depending on factors such as
ADC speed, processor speed, and available memory. For example, the sampling
rate of an ADC depends on its serial interface, device driver, and programming
techniques used. Therefore, when ProCal simultaneously triggers a DMM and
an IoT device to sample their analog inputs, we do not need to worry about the
exact start times and sampling rates when matching the pairwise values.
One of the salient features of ProCal is providing output scalability to sup-
port a wide range of calibration requirements. Precisely, the range of the digital
output must match the scale of analog input. For example, assume that an ADC
can measure between 0 to 5V, however, the light sensor connected to ADC has
sensing range between 0 to 3V, thus creating a void from 4 to 5V. Therefore,
the digital output range needs to map between analog input from 0 to 3V to
maximize the resolution of calibration. To show the scalability of ProCal, we
incorporate the Fibonacci sequence to formulate a mathematical model of scala-
bility. Therefore, ProCal enables the user to adjust resolution depending on the
application at hand.
We have implemented a prototype of ProCal and conducted an extensive set
of experimental evaluations. Our results show that ProCal provides satisfactory
measurement fidelity under a wide range of operations. In particular, ProCal
produces a dynamic current range 0.476mA to 1A, and dynamic voltage range
0.06mV to 5V. The minimum resolutions of current and voltage are 1.82𝜇A
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and 0.01𝜇V, respectively. We also present case studies where ProCal is used for
calibrating high-resolution ADCs. Our calibration shows improvement across
different devices. For example, for ATMega2560 the ADC error reduces from
0.2% to 0.01%, and for INA219 the ADC error reduces from 0.42% to 0.02%.
The rest of the paper is organized as follow. Section 2 presents the design
challenges of scalable calibration, as well as the design, mathematical modeling,
and implementation of ProCal. Evaluation of ProCal through various case stud-
ies is given in Section 3. Section 4 discusses the related work. We conclude the
paper in Section 5.
2 Design Challenges, Considerations and Implementation
The primary objective of designing a calibration tool is to calibrate the analog
inputs of IoT devices as well as those devices that perform data conversion be-
tween digital and analog, such as analog-to-digital converter or digital-to-analog
converter. However, designing a scalable calibration tool poses the following chal-
lenges:
– Time synchronization. The power calibration tool should provide a time
synchronization mechanism between the target device and a high precision
measurement equipment, such as DMM or oscilloscope. Otherwise, target
and DMM may be calibrating values belonging to different voltage or current
settings. With measurement equipment sampling rates of 1MHz, these event
samples must be time stamped within 1𝜇s accuracy or better.
– High accuracy and dynamic range. The power calibration tool must
provide highly accurate current and voltage samples over a dynamic range
that spans five orders of magnitude in current draw or voltage drop. The
changes in the current or voltage events must be stable, otherwise pairwise
correlation of values would be meaningless.
– Volume calibration steps. One of the challenges for data converter cali-
bration is its non-linear distortion. A well-characterized voltage profile can
accomplish the correction of data distortion. The power calibration tool
should provide high resolution current and voltage change steps to give full
coverage for data converter characterization.
– Portability and low cost. Compared to high-cost commercial power an-
alyzers, the tool should be easy to integrate, both electronically and me-
chanically. It should also be less expensive and easy to use, compared to
commercial products.
In the rest of this section, we present our design and formulate mathematical
models to prove the operating range and resolution of ProCal. We then present
the hardware and software implementation of ProCal.
2.1 Design Considerations and Solutions
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Table 1. Comparison of mechanical and digital potentiometers. Digital potentiometers
provide resistance resolution that is programmable and repeatable.
Potentiometer Type Resolution Programmable Accuracy Operating Range
Mechanical Infinite None Low Wide Range
Digital Limited SPI/I2C High Limited Range
Potentiometer Selection. The initial objective for calibration is to generate
variable loads to provide current and voltage variations. Both digital and me-
chanical potentiometers can satisfy this objective. Table 1 compares these two
types based on resolution, programmability, accuracy, and operating range.
Theoretically, the resolution of mechanical potentiometers is infinite. In prac-
tice, however, the effectiveness of the resolution is determined by the skill level
of the potentiometer adjuster. Besides, mechanical potentiometers use a wiper
to contact a resistive element that moves along its length to vary resistance. Be-
cause of the mechanical contacts involved, the resistive could vary by vibration,
shock, and pressure.
On the other hand, digital potentiometers consist of CMOS transmission
gates. Although digital potentiometers cannot offer an infinite resolution, they
can provide a resolution that appears to be continuous across the supported
range. More importantly, resolution of digital potentiometers is fully specified,
repeatable, and predictable. Due to these benefits, as well as their tolerance for
vibration, shock, and pressure [4], our design employs a digital potentiometer.
Dynamic Output Range. The standard analog-to-digital conversion has ana-
log input 𝑉𝑖𝑛(𝑡) and digital output 𝐷𝑜𝑢𝑡(𝑡), where 𝑡 represents time. The purpose
of voltage calibration is to find a function 𝑓(𝑑) to be implemented in the correc-
tion module, where 𝑑 is digital output. Function 𝑓(𝑑) is to minimize the error
between the corrected output 𝑣𝑐 = 𝑓(𝐷𝑜𝑢𝑡(𝑡)) and ground truth measurement
𝑉𝑖𝑛(𝑡) at time 𝑡. Similarly, for current calibration, a function 𝐼𝑖𝑛(𝑡) is derived.
Equation 1 defines the minimum resolution of ADC per digital bit (LSB), as
follows,
𝐿𝑆𝐵 = 𝛥 = 𝑉𝐹𝑆2𝑛 (1)
where 𝑉𝐹𝑆 is the full-scale range of ADC determined by reference voltage and 𝑛
is the maximum number of bits the input value can be translated to. Equation 2
defines the final digital output value of the ADC,
𝐷𝑜𝑢𝑡(𝑡) =
⌊︁𝑉𝑖𝑛(𝑡)
𝛥
⌋︁⃒⃒⃒⃒
𝑡=𝑛×𝑇𝑠
=
⌊︁
2𝑛 × 𝑉𝑖𝑛(𝑛× 𝑇𝑠)
𝑉𝐹𝑆
⌋︁
(2)
where 𝑇𝑠 is sampling period. Based on this equation, normalization and trun-
cation of analog inputs are involved in the ADC quantization process [1]. The
maximum instantaneous value of distortion is 𝐿𝑆𝐵2 , and the total range of vari-
ation is from −𝐿𝑆𝐵2 to +𝐿𝑆𝐵2 . In addition to quantization errors, there are two
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static specifications that define the accuracy of analog-to-digital conversion: dif-
ferential non-linearity (DNL), and integral non-linearity (INL). DNL error is
defined as the difference between an actual step width and the ideal value of
1 LSB. INL error is described as the deviation, in LSB or percentage of full-
scale range, of an actual transfer function from ideal straight conversion line.
More importantly, the INL error magnitude directly depends on the correlation
position chosen for ideal straight line. Since 𝑓(𝑑) is non-linear, it is crucial to
characterize ADC’s full scale instead of only a few positions.
Typical energy estimation for an IoT device requires the measurement of both
current and voltage. Current range is 0mA to 1A and voltage range is 0mV to 5V
(i.e., CMOS operation range). A calibration tool should generate both variable
currents and voltages. However, the critical challenge is to create various currents
in a wide dynamic range. Specifically, since the digital potentiometer, wiper, and
potentiometer connection are limited to the bounds of the power-supply rail, the
potentiometer can only carry limited current and voltage. Most of the existing
digital potentiometers support current in the range 0.6 to 3mA, and only a few
products that accommodate up to 20mA. In any case, the potentiometer oper-
ating condition must be within the range of CMOS operation. This limitation
is against the desired current range. To overcome this challenge, we connect a
resistor network in parallel with the digital potentiometer to increase the total
current flow. We first express the current output of digital potentiometer as an
equation. Then, this equation is incorporated into a mathematical model, which
models the scalability of ProCal. The current output range for a n-bit digital
potentiometer can be expressed as follows
𝑉𝑖𝑛(𝑡)
𝑅(2𝑛) +𝑅𝑏
≤ 𝐼𝑝𝑜𝑡(𝑡) ≤ 𝑉𝑖𝑛(𝑡)
𝑅(0) +𝑅𝑏
(3)
where 𝑡 is time, 𝐼𝑝𝑜𝑡(𝑡) is current output of digital potentiometer, 𝑅(0) is resis-
tance when digital potentiometer is programmed to 0, 𝑉𝑖𝑛(𝑡) is the input voltage,
𝑅𝑏 is the resistor connected to digital potentiometer in serial, and 𝑅(2𝑛) is digital
potentiometer’s maximum resistance value when programmed to 2𝑛. Through
connecting 𝑅𝑏 with the digital potentiometer’s input rail in serial, we protect
the digital potentiometer from overcurrent. The maximum current the digital
potentiometer can support is expressed as follows
𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) =
𝑉𝑖𝑛(𝑡)
𝑅(0) +𝑅𝑏
= 𝑉𝑖𝑛(𝑡)
𝑅𝑤 +𝑅𝑏
(4)
where 𝐼𝑝𝑜𝑡𝑚𝑎𝑥 is maximum current digital potentiometer can accommodate, 𝑅𝑤
is the constant wiper resistance when digital potentiometer is programmed to 0.
Base on Kirchoff’s current law, the current flow into a device equals the
current flow out of the device. Since digital potentiometer can only accommodate
up to 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) continuous current, we add a resistor network in parallel with
the digital potentiometer to increase the total current flow in order to support
larger current range. The total current digital potentiometer and parallel resistor
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network can support is expressed as follows,
𝐼𝑃𝑟𝑜𝐶𝑎𝑙(𝑡) = 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) +
𝑛∑︁
𝑗=1
𝐼𝑗(𝑡) ∀𝑛 ∈ 𝑍+ (5)
where 𝐼𝑃𝑟𝑜𝐶𝑎𝑙(𝑡) is the total current ProCal can support,
∑︀𝑛
𝑗=1 𝐼𝑗(𝑡) is the sum of
the current that the resistor network can support, and 𝐼𝑗(𝑡) is the current that
a resistor 𝑅𝑗 belonging to the resistor network can support. For any positive
integer 𝑛, we can expand the current output range 𝐼𝑃𝑟𝑜𝐶𝑎𝑙(𝑡) to satisfy any
calibration range requirement as long as the given input voltage 𝑉𝑖𝑛(𝑡) is within
the operation range of digital potentiometer and resistor network. With the
capability to expand the output range, the current scalability of ProCal is proven.
Similarly, for voltage scalability, we connect a resistor 𝑅𝑐 with the resistor
network in serial. Based on Ohm’s law, ProCal’s voltage output range can be
expressed as follows,
𝑉𝑃𝑟𝑜𝐶𝑎𝑙(𝑡) = 𝐼𝑃𝑟𝑜𝐶𝑎𝑙(𝑡)×𝑅𝑐 (6)
where 𝑉𝑃𝑟𝑜𝐶𝑎𝑙(𝑡) is the total voltage ProCal can support. With the capability
to expand the 𝐼𝑃𝑟𝑜𝐶𝑎𝑙(𝑡) range, we proved the voltage scalability of ProCal.
In addition to scalability, we want the ProCal’s current and voltage output
to be as close as possible to a linear function. Because ADC nonlinearity requires
curve-fitting to achieve accuracy, we can improve calibration accuracy by pro-
viding a linear output over a wide range. In order to generate a linear output,
𝐼𝑗(𝑡) should have a linear relationship with 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡). The linear relationship
between 𝐼𝑗(𝑡) and 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) is expressed as follows
𝐼𝑗(𝑡) = 𝑘 × 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) ∀𝑘 ∈ 𝑁 (7)
where 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) is the maximum current of digital potentiometer, and each 𝐼𝑗(𝑡)
current that resistor network can support is 𝑘 times of 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡). To support
gradual increase of output current, 𝐼𝑗(𝑡) can be expressed as follows
𝐼𝑗(𝑡) = 𝐼𝑗−1(𝑡) + 𝐼𝑗−2(𝑡) (8)
where every 𝐼𝑗(𝑡) is the sum of previous two terms, also known as the Fibonacci
sequence. Therefore, we use induction to prove the maximum current as shown
below
𝑛∑︁
𝑗=1
𝐼𝑗(𝑡) = 𝐼𝑛+2(𝑡)− 1 ∀𝑛 ≥ 2 (9)
With the mathematical model proven, we implement our prototype with
𝑛 = 3. However, based on Equation 5, scalability of ProCal is not necessarily
limited to 𝑛 = 3. We select digital potentiometer AD5200 [16] to generate 𝐼𝑝𝑜𝑡(𝑡)
current. The reason behind selecting AD5200 is that it supports up to 20mA,
which is larger than most of the digital potentiometers currently available in the
market. According to Equation 3, we connect a 220𝛺 resistor with AD5200 in
serial as overcurrent protection resistor 𝑅𝑏.
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Since 𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) = 𝐼1(𝑡) = 20, we choose 𝐼2(𝑡) = 80 and 𝐼3(𝑡) = 100
to implement our prototype, where 𝐼3(𝑡) = 𝐼1(𝑡) + 𝐼2(𝑡) satisfies Equation 8,
𝐼2(𝑡) = 4×𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) and 𝐼2(𝑡) = 5×𝐼𝑝𝑜𝑡𝑚𝑎𝑥(𝑡) satisfy the linearity relationship
of Equation 7. We use ADG1612 [17] digital switches to control the number of
resistors in the resistor network that are connected to the circuit to provide more
significant current jumps, compared to what is provided by AD5200. In partic-
ular, initially, the digital potentiometer is used for introducing small changes in
the current by programming the resistance value from high to low. After reach-
ing the maximum current of digital potentiometer, a resistor on the resistor
network, controlled by the digital switch, is enabled to provide additional cur-
rent. Repeating this process results in gradually increasing the current through
enabling additional resistors until reaching ProCal’s maximum current output.
Based on Equation 6, a similar analysis can be employed for voltage.
Validation of Minimum Resolution. The minimum resolution of our design
depends on the digital potentiometer’s maximum end-to-end resistance 𝑅𝑚𝑎𝑥
and the number of bits supported by digital potentiometer. The equation that
determines the digitally-programmed output resistance is expressed as follows
𝑅(𝑥) = 𝑥2𝑛 ×𝑅𝑚𝑎𝑥 +𝑅𝑤 0 ≤ 𝑥 ≤ 2
𝑛 (10)
where 𝑛 is the number of bits supported by digital potentiometer, 𝑥 is the value
programmed into the digital potentiometer, and 𝑅𝑤 is the wiper resistance.
Output resistance 𝑅(𝑥) is proportional to the digital potentiometer’s end-to-end
resistance 𝑅𝑚𝑎𝑥.
The minimum resolution of current output can be expressed as follows
𝐼𝑟𝑒𝑠(𝑡) =
(𝑅(𝑥)−𝑅(𝑥− 1))
𝑅(𝑥)×𝑅(𝑥− 1) × 𝑉𝑖𝑛(𝑡) 0 < 𝑥 ≤ 2
𝑛 (11)
For example, ProCal uses an 8-bit digital potentiometer, AD5200 which has
maximum end-to-end resistance 10𝑘𝛺. Based on Equation 10, resistance 𝑅(256)
is 10.282𝐾𝛺 and 𝑅(255) is 10.242𝑘𝛺. Considering ProCal has input voltage
5V, and a 220𝛺 resistor connected to the digital potentiometer in serial, we can
calculate ProCal’s minimum current output as 0.476𝑚𝐴 and the minimum cur-
rent resolution as 1.82𝜇A, based on Equation 11. Minimum current resolution
and output current range can be further reduced or increased by choosing dif-
ferent specs of the potentiometer or supply voltage. A similar approach is used
to calculate ProCal’s minimum voltage resolution and voltage output range.
We validated that ProCal’s minimum voltage output is 0.06𝑚𝑉 and minimum
voltage resolution is 0.01𝜇V.
Time Synchronization. The differences in the sampling offset and sampling
rates of DMM and target device make correlating the readings a challenging
task. For example, when an output value is configured, ADC might miss that
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ADG1612
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(up to 5.5V)
R (100Ω)
Current Flow Circuit
Control Circuit
Fig. 1. Block diagram of ProCal. MCU provides synchronized trigger signals to the
resistor control unit, target ADC, and DMM. AD5200 is a digital potentiometer, and
ADG1612 is the digital switch connected to the resistor network.
value due to its lower sampling rate compared to DMM. If the design does not
provide enough duration during two consecutive output changes, ADC and DMM
can collect samples belonging to different output values. Therefore we need to
ensure that both DMM and IoT device sample output at least once during a
configuration period. The next challenge is to ensure that when we compare two
sampled values, those belong to the same interval when the output was stable.
Therefore, ProCal should also provide mechanisms to synchronize the readings of
ADC and DMM. To overcome these challenges, ProCal stores voltage or current
settling time information after applying each configuration that results in current
or voltage change. For example, assume that the minimum sampling rate of ADC
and target device is 𝑟𝑚𝑖𝑛. We first ensure that 𝑇 > 1𝑟𝑚𝑖𝑛 , where 𝑇 is the period
of changing the output. ProCal provides this feature to support the sampling
rate of various ADCs. Second, assuming that a new output value is configured at
time 𝑡𝑖, to correlate the values collected by DMM and target IoT device, we find
in their readings the values that are closest to time 𝑡𝑖+ 𝑇2 . This synchronization
approach ensures that the two values belong to the same output value.
2.2 Hardware Implementation
ProCal’s hardware consists of four main units: (i) microcontroller unit (MCU),
(ii) resistance control unit (RCU), (iii) variable resistor network, and (iv) output
selection jumpers. MCU is used to control RCU, synchronize the operation of the
target device and DMM, and record settling time of each output value generated
by ProCal. RCU is responsible for controlling the variable resistor network. The
output selection jumpers on the board enable the user to select current or voltage
output for calibration.
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Fig. 2. ProCal prototype. ProCal is installed on top of a RPi. The RPi communicates
with ProCal through SPI and GPIO interfaces. The dashed lines show the resistor
network.
Figure 1 presents the block diagram of ProCal. Figure 2 shows a ProCal
board. We implement MCU function by developing a Python configuration code
running on a Raspberry Pi 3 board. MCU connects to RCU through a SPI [19]
bus and GPIO pins. MCU controls the RCU to perform the desired changes.
MCU also provides a trigger signal through GPIO to trigger target device and
DMM to start and stop sampling simultaneously.
RCU contains one AD5200 [16] digital potentiometer and four ADG1612 [17]
digital switches. AD5200 offers 256 different resistance values that can be digi-
tally programmed by the configuration code through SPI. These different resis-
tances provide full calibration coverage, from a low sleeping current to a high
active current of IoT device, as we proved in Section 2.1. We connect a 220𝛺
resistor with AD5200 in serial as the overcurrent protection. The salient fea-
tures of AD5200 are its short setup time and 50MHz SPI speed. These features
enable ProCal to provide stable output current and voltage within 1𝜇s period.
The variable resistor network is a circuit connecting 16 resistors and a dig-
ital potentiometer, in parallel. ADG1612 contains four terminals, where each
terminal connects to a resistor. MCU sends logic signals to ADG1612 termi-
nals through GPIO. When the terminal receives a logic 1 signal, the resistor
controlled by the terminal is connected to the variable resistor network, which
increases the total current flow. If the terminal receives a logic 0 signal, the
resistor is disconnected from the variable resistor network, which reduces the
total current flow. There are four ADG1612s used in the RCU: one is connected
to four 250𝛺 high-precision (1%) resistors and the other three are connected to
four 50𝛺 high-precision (1%) resistors. These high-precision resistors connected
to ADG1612 are part of the variable resistor network, which can provide 20mA
and 100mA changes in current. It is worth noting that the effect of ADG1612
on current draw is minimal as it only shows a 1𝛺 resistance when operating.
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Algorithm 1: Configuration Software of ProCal
1 function main(𝑇 , 𝐼𝑚𝑎𝑥(𝑡), 𝑉𝑚𝑖𝑛(𝑡), 𝑉𝑖𝑛(𝑡), 𝑛)
2 initialize GPIO and disconnect all resistors from the resistor network;
3 setup SPI driver and bus speed to 50MHz;
4 send start trigger to target through GPIO;
5 breakflag = 0;
6 for 𝑖← 0 to number of 50𝛺 resistors do
7 if breakflag == 1 then
8 break;
9 if 𝑖 != 0 then
10 connect 50𝛺 terminal[𝑖] to the resistor network;
11 for 𝑗 ← 0 to number of 250𝛺 resistors do
12 if breakflag == 1 then
13 break;
14 if 𝑖 != 0 and 𝑗 == 0 then
15 disconnect all 250𝛺 from the resistor network;
16 else if 𝑗 != 0 then
17 connect 250𝛺 terminal[𝑗] to the resistor network;
18 for 𝑥← 2𝑛 to 0 do
19 𝑅(𝑥) = 𝑥2𝑛 ×𝑅𝑚𝑎𝑥 +𝑅𝑤 +𝑅𝑏;
20 𝐼(𝑡) = 𝑉𝑖𝑛(𝑡)
𝑅(𝑥) + 𝑖× 100 + 𝑗 × 20;
21 𝑉 (𝑡) = 𝑅𝑐 × 𝐼(𝑡);
22 if 𝐼(𝑡) ≥ 𝐼𝑚𝑎𝑥(𝑡) then
23 breakflag = 1;
24 break;
25 if 𝑉 (𝑡) ≤ 𝑉𝑚𝑖𝑛(𝑡) then
26 breakflag = 1;
27 break;
28 program AD5200 with value 𝑥;
29 delay for 𝑇2 ;
30 write time stamp 𝑇2 , 𝐼(𝑡) and 𝑉 (𝑡) into file;
31 delay for 𝑇2 ;
32 send stop trigger to target and DMM through GPIO;
33 return;
The output selection jumpers are used to switch ProCal’s calibration output
between voltage and current. When voltage output is selected, output selection
jumper enables a high power 100𝛺 resistor to connect in serial with the resistor
network. It provides the same dynamic range for the voltage change between
0 to 5V as we proved in Section 2.1. ProCal generates trigger signals through
GPIO to start and stop data collection of target and DMM simultaneously. To
improve stability and remove the alternating current caused by ripple voltage,
we add low pass filters to the resistor network.
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2.3 Software Implementation
ProCal’s software runs on a flavor of Linux operating system called Raspbian
and uses BCM and SPI library. The operations of the digital potentiometer
and the resistor network are controlled by the software. This is the basis for
setting up SPI and GPIO drivers, accurate time stamping of resistance change
events, and sending synchronization signals. The software uses a collection of
Python scripts that are used by MCU to trigger scheduled actions to start and
stop a calibration process. The software programs the AD5200 and ADG1612 to
provide output transitions, and records the settling time between two consecutive
output changes.
As shown in Algorithm 1, the controller software first initializes all GPIO
ports, sets up the SPI driver, and adjusts the SPI clock speed to 50MHz. Users
need to provide: (i) a desired time interval between configurations 𝑇 , (ii) the
maximum current 𝐼𝑚𝑎𝑥(𝑡) or minimum voltage 𝑉𝑚𝑖𝑛(𝑡) to calibrate, (iii) supply
voltage to ProCal 𝑉𝑖𝑛(𝑡), and (iv) number of bits the digital potentiometer can
support. ProCal can support output frequency (i.e., changes of current/voltage
values) up to 50MHz. After MCU sends the trigger signals to target device and
DMM through GPIO, it starts to change resistance until the desired maximum
current or minimum voltage is reached. The software time stamps every cur-
rent/voltage change events and saves them into a log file. This log is used for
time synchronization between the target device and DMM measurements.
3 Performance Evaluation and Case Studies
In this section, we evaluate ProCal’s dynamic range, resolution, and stability. We
show the effectiveness of ProCal to address the most challenging requirements
of calibrating IoT devices. In particular, we present case studies of using ProCal
to calibrate voltage and current with commercial ADCs.
3.1 Evaluation of Dynamic Range
Dynamic range and resolution are important performance metrics for a calibra-
tion platform. ProCal’s output range and resolution can be customized to within
the target ADC’s range of interest. To measure dynamic range, resolution, and
static accuracy, a high accuracy DMM, Keithley DMM7510 [23], is used to
validate the results. DMM7510 provides picoampere-level sensitivity and sam-
pling rate 1Msps, which can precisely validate the performance of ProCal. When
validating dynamic range, we connected DMM to ProCal’s output to measure
ground-truth current and voltage. For this experiment, output current changes
every 5ms from 0.4mA to 900mA and voltage changes every 5ms from 5V to
0.06mV.
Figure 3 shows the experimental results pertaining to ProCal’s dynamic
range validation. It can be seen that ProCal output current spans from 0.5mA
to 900mA and voltage spans from 5V to 0.06mV. The results in this section
validate the wide dynamic range and high resolutions.
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Fig.3. Experimental results of ProCal prototype. (a) ProCal voltage output. Our
prototype supports voltage output from 0.06 mV to 5 V. (b) ProCal current output.
Our prototype supports current output from 0.476 mA to 900 mA. These current and
voltage values address the requirements of calibrating various types of IoT devices.
3.2 Case Studies
In this section, we present case studies to demonstrate the benefits of cali-
bration using ProCal. In these case studies, we use ProCal to perform real-
world calibration of the most popular COTS ADCs, namely ATMega2560 [18],
MCP3208 [22], and INA219 [24]. Our ground truth measurement is obtained
by a high-accuracy DMM, Keithley DMM7510. In particular, we evaluate the
performance of current and voltage calibration. To this end, we use ProCal to
generate a dynamic range of voltage and current values. We use the target ADC
and DMM to measure the output of ProCal simultaneously. After completing
the measurements, we use the saved time stamp log to correlate the measure-
ments between ADC and DMM. For each experiment, we generate a calibration
function 𝑓(𝑑) or a calibration table to correlate ADC and DMM measurements.
Note that as the log file reflects the stability time stamp of each configuration,
we can safely compare two closest entries of the traces collected by ADC and
DMM without requiring precise time synchronization of the two devices.
Figure 4 shows the current measurement error of INA219 and MCP3208
conducted in a normal indoor temperature 25°C. As it can be observed, the
error of both ADCs increases linearly versus current. Therefore, we find the best
polynomial fitting curve to calibrate the errors.
Figure 5 shows the voltage measurement error of ATMega2560 and MCP3208.
The error of both ADCs increases non-linearly versus voltage. For these cases,
we used a calibration table to find the best fit of the ADC measurement.
Table 2 presents the calibration results, and confirms the significant effect of
ProCal calibration on measurement accuracy. These results demonstrate that by
providing an extensive calibration range, the errors are reduced to nearly 0.01%.
For example, in the MCP voltage case, the ADC error reduces from 5.29% to
0.01%.
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Fig. 4. Current calibrations using ProCal. Experimental results for (a) INA219, and
(b) MCP3208 calibrations. These results show current measurement errors before and
after calibration. Errors are significantly reduced after calibration.
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Fig. 5. Voltage calibrations using ProCal. Experimental results for (a) ATMega2560,
and (b) MCP3208 calibrations. These results show voltage measurement error before
and after calibration.
Table 2. Comparison of measurement errors before and after calibration
ADC Measurement Type %Error (before) %Error (after)
INA219 Current 0.42% 0.02%
MCP3208 Current 2.58% 0.01%
MCP3208 Voltage 5.29% 0.01%
ATMega2560 Voltage 0.2% 0.01%
4 Related Work
Data conversion accuracy is one of the main requirements of IoT applications.
However, there are various factors affecting the precision of data conversion.
For example, device characteristic, process technology, resistance of the circuit,
temperature variations, and finite gain, are among the parameters that affect
accuracy. Standard methods to minimize the effects of these parameters are
trimming and calibration. Trimming is performed during the production phase.
After measuring and correcting the parameters of the device at a controlled
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condition, the trimmed values are programmed into the device. Trimming values,
however, cannot be changed after manufacturing. Therefore, the subsequent drift
due to device aging, temperature, or system-level noise, cannot be corrected.
Calibration can be performed multiple times after the device is fabricated.
Therefore, it can be used to compensate for changes that occur over time and
those influenced by environmental conditions. There are two types of calibra-
tions: self-calibration, and external calibrations. Self-calibration performs the
measurement-correction process within the device itself and does not require
an external device. The calibration process that interrupts the ordinary data
conversion process and is performed during device power up is referred to as fore-
ground calibration or power up calibration [29,11,10,3]. Although this technique
results in significant error reduction, it cannot cope with temperature drift and
other sources of inaccuracy such as sensor-to-ADC path loss. Alternatively, data
converter can be calibrated while it is performing the regular conversion, and the
result of conversion would not be affected by the calibration process. This is re-
ferred to as background calibration or runtime calibration [30,14]. Background
calibration encompasses temperature effect, which provides a higher absolute
accuracy than foreground calibration.
However, self-calibration is only as accurate as the onboard reference volt-
age. It can drift slightly over time, and thereby, external calibration is still es-
sential. For example, although the 12-bit SAR ADC of STM32F205 includes a
background calibration feature, Hartung et al. [8] used two resistors to perform
external calibration, and they showed that voltage and current errors are re-
duced from 2.36% and 2.21% to 0.87% and 1.56%, respectively. Similarly, Zhou
et al. [31] relies on external calibration, although TI MSP430F2618 has a back-
ground calibration capability. The common approaches of external calibration
include using: (i) fixed resistors [13,9], (ii) mechanical potentiometer [31,7], and
(iii) commercial power analyzer [12,15]. However, as we mentioned in Section 1,
these calibration mechanisms pose several limitations. Resistors and potentiome-
ters cannot provide quality calibrations due to limited range or unreliable resis-
tance. Furthermore, although commercial power analyzers can provide quality
results, they are costly. The proposed ProCal tool provides a cost-efficient solu-
tion without imposing any of the limitations of the aforementioned solutions.
5 Conclusion
Calibration is an important step towards building reliable IoT systems. For ex-
ample, accurate sensor reading requires ADC calibration, and power monitoring
chips must be calibrated before being used for measuring the energy consump-
tion of IoT devices. In this paper, we presented a power calibration tool, called
ProCal, which is a programmable and scalable tool. ProCal is a low-cost pro-
grammable platform that provides dynamic voltage and current output for cali-
bration. The basic idea is to use a digital potentiometer connected to a parallel
resistor network controlled through digital switches. The resistance and output
frequency of ProCal is controlled by a software communicating with the board
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through SPI and GPIO interfaces. We incorporated the concept of Fibonacci
sequence into our mathematical model to prove that ProCal can be extended to
other and wider ranges. Our extensive experimental case studies demonstrated
that ProCal can reduce measurement errors significantly. In addition to using
ProCal for calibration, it can be employed for power emulation. Specifically, in-
stead of using an IoT board to generate sudden variations in current, ProCal
can be used to emulate the operation of an IoT device under various conditions.
ProCal can also be used, for example, to test the resilience of a power harvesting
system under various types of loads.
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